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FIRE AND SAFEIY SURVEY REFORT

BUILDING INSPECIED: Rast Bullding
DATE IRSPECTED : 14 March 1957

INSPECTED BY H (A Assistant Safety Officer
/8peeial Support

Jr., 30/General Counsel

GENERAL

Thig i3 a two story fire resistive structure used sgolely as an office
bullding. This bullding is protested with & filre alarm system, fire
extinguishers, and wall hoses.

Tris Fire and Safety Survey was conducted in asccordance with standards
ag set forth by the CIA Safety Officer and under the ausplces of the Mrector
of Sesocurity.

The observations and recummendations noted dwring this inspection shall
ba listed according to area to factlitate corrective action by the offioces
conaarned.

1. a., The battle lamp on/off switch Main corridor near
in this loention works erratically. Room 2214
It is recommandsd that this battle
lamp be repeired to imsure its
proper opepation.

1. b. The duplex raceptacles in these Room 220 - north wall
locations have missing covera. It ~—~Room 121 - north wall
is precommendad that these covers bhe Conference room - first
replaced to eliminate the possibility floor - north wall
of an clectric shocok.

1. ¢. The main corridor 4s partially Main corridor opposite
blocked by a floor mat. It is Room 233

recommended that this floor mat be
stored in a place less important to
bullding eveaouees.
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d. These rooms are blooked by
surpius 350 equipment. It is
recormended that all surplins
items be stored in an area less
important to bullding evaouses.

e. Clroults 5, 7 and 9 in the fuss
penel box at this location have
fuses in them that are bhot,
indicating a large sleckrical input
on these circults., To eliminate the
possibility of fire, it is suggested
that an eleotriclan be dispatched

te this fuse box and effect the
necessary repairs to deersess the
rossibllity of an electriozl fire
arising from overlsading oiroumits.

f. The light recgeptacle port in this
wall 18 open. It is recommended
that this opening be closed to
aliminate a possible electric shock
hazard.

g+ The three-pronged slectrie
regeptacle 4n the south.sast corner
has a broken eovar. It is
recosmeanded thet thls ¢over be
replaced.

L. The busser along the east wall
near the fleor does not have a
cover and the etograph main
connacting station lies locsely on
the flcer. It is recommended that
the eover be replagsd back over the
buzzer station and the Dietograph
main eonnectin: station be ressecured
to the wall.

1. A surplus wire lies along the
northeeast wall. 1t is recommended
that this surplus wire be removed
to eliminate the poasibility of an
¢lectric shogk hagard.

J. An open sleotric Jmetion box
axists in this loecation. It A
recommended that this janction box
be govared to eliminate a possible
alectric shook hazard,
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k. A surplus wire and electric
Junetion box hang on the west wall
by the south projectar, Also, an
open electrie Junction boex was
observed on the north wall, It is
recommended that the surplus wire
and eleetric funetion box be
removed that are on the west wall,
and the open junction box be
covered that is on the north wall,

1. The housekeeping standards bahind
the movie soreen are below desired
Agency standards. Surplus wires and
buzzer stations on both sides of
the soreen can be seen and are
sonsidered a tripping hazard end a
possible slestrio shoak hazard., It
is recommended that thls arsa be
thorouzhly cleaned and efforts
experied to maintain Migher house-
keeping levels. It is also
reconmandsad that all surplus wires
and buzzer stations in the entire
area be removed and the severed ands
be removed,

m, Surplus wires wers chaerved along
the north wall. It is recommended
that these wires be removed.

n. The coupling dirsctly above the
power regulator is leaking water.

The housekeening standards in this
room are below Ageney standards. It
is recoamended that the leaking joint
be gealed to stop the leak and that
the room be theroughly cleaned.

6. 7This area is partislly blogked by
& surplus desk and chairs. It is
regommended that thess ttems be
returned to stoek to eliminate a
bumping hazard and also to inerease

the egress ares to its seheduled 1imit.

P+ Combustible peelding meterial is
stored hare. It is recormanded that
this packing material be relocated to
& proper storage area for materials
of this fire class,

a2

—Conference room « west end

-~ Conference reom - north wall

Boom 6 - basement

Maln corridor near Room 6

Haln corrider near ments ‘
room opposite 3 |
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Observations & Recommendations Apea Observac
f L. q. This arca wes partially blocked Msin corridor opposite
'i by surplus map boards. It is Room 3

recommendsd that these Doards be
returned to stoek to sliminate a
hazard to bullding evacuses.

J 1. r. The cover is missing from the Main corridor opposite
on/off switch in this location, Roorm 3 « north wall
offering a possible electric shock

hazard. It is recommanded that

f this cover be replaced.

' 1. s. The plug on the air sonditioner Roors 7 « east wall
sparks when it is pulled out. 3ince
] the receptacle is above head levels of

|

g the room eoccupants, it is recommendad
that the plug be replaved and an
onf/off switeh be added at a lower

1 level to twn this air conditioner off

; and en without having to pull the plug.

l This would eliminate an eleetric sheck

| and fire hazard.

|

|

1., t. A Secrstary machine in tiis room - Roem 121
; draws 15 amps when in eperation. Aas
a result, when the meéchine is twmed
! on the slectric typewrdters fail to
| function. It is reocommended that a
| separate 20 amp cireuit be installed
! for the operation of this machine.
! The location of the plwg for this
| new circuit shell be determined by
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